
Fluimax 2HS ST2-0398
Description
Fluimax 2HS is a super fluidifying additive 
with a base of many functional synthetic 
polymers.  Fluimax 2HS is  a  dark  brown 
coloured  liquid,  it  is  soluble  in  water, 
completely free of chlorides and therefore 
not  harmful  to  metal  reinforcements  or 
equipment.  Fluimax  does  not  modify 
substantially  the  setting  time  of  the 
concrete.  It  conforms  to  the  norms  UNI 
8145 ASTM 494-79 B, D and G.

Uses  
Fluimax 2HS is used for making all types of concrete to obtain the 
following results:

• A  concrete  with  a  damp  consistency  (slump  2-4  cm) 
becomes a self  levelling consistency (slump greater than 
20 cm) with  excellent cohesion, without separating, with 
low or no bleeding values; 

• it  is possible to use a concrete with a low water/cement 
ratio even in small, highly reinforced sections, reducing the 
minimum vibration operations; 

• elevated mechanical resistance; 
• increase in the impermeability and durability. 
• With  a  normal  quantity,  very  compact,  long  lasting 

concrete  is  made,  which  is  highly  resistant  to  chemical 
attack  from corrosive  agents  (sulphates,  sea water,  acid 
rain,  thawing  salts.  corrosive  atmospheres  etc.)  Better 
visible face;

• elimination of bubbles and superficial cavities; 
• improved reliability of the concrete; 
• more homogenous concrete with constant quality in all the 

structure, thanks to the easy compacting and absence of 
pockets  of  grit;  reduction  of  shrinkage;  lower  cost  of 
concrete; 

• reduction of application and vibration time, even in highly 
reinforced structures; 

• easy pumping.
Fluimax 2HS must  be used at  0.7-1.5% of  cement  weight  (700-
1500 grams of additive per 100 kg of cement).

Application  
Fluimax 2HS is a ready to use product to be added manually or with  
a doser  into the  cement  mixer.  Mix  the  concrete  using initially  a 
water/cement ratio of approx. 0.50; add Fluimax to the paste with a 
chosen quantity and mix for a further 2-3 minutes until  a perfect 
amalgam is obtained. More water  can be added to achieve  the 
desired consistency.
The  working  time  of  the  mixture  is  basically  unchanged  and  is 
approx.  1  hour  at  20°C.  However,  this  value  depends  on  the 
temperature, the granulometric curve and the transportation system. 
However,  in  order to  have precise  data on the beginning of  the 
setting period, it is advisable to carry out preliminary tests on the 
building site, in the atmospheric conditions in which the material will 
be used.

Characterist ics Value

Appereance dark brown liquid

Weight specifico 1,15 Kg/dm³

pH 8 - 10

Packaging  
Plastic tanks kg 25
Metal containers kg 220
In tankers

Storage  
Il  prodotto teme l'moisture.  Immagazzinare  in  luogo riparato ed 
asciutto; in queste condizioni ed in contenitori integri, mantiene la 
sua Stability per 12 mesi.

Warning  
Product  intended  for  professional  use.  Keep  away  from freezing 
temperatures; do not store at temperatures below +5°C. In closed 
containers  the  product  maintain its  stability  for  24 months.Avoid 
exposure to direct sunlight.
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