
MARMORINO
Is a paste composed of seasoned slaked lime
and marble dust of a suitable grain size,
to be used as filling base 
for VIVASTILE RASATURA 
to obtain glossy marble effect finishes.
VIVASTILE MARMORINO can be used 
as a finish to obtain a glazed effect.
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SPECIFICATIONS
AS A BASE FOR GLOSSY FINISHES
The structures not involved in the job

(doors, windows, etc.) must be protected. 
The supports must be in a suitable

condition to support the application of the
finishing cycle and must be preliminarily
treated in a suitable manner (polished,
dusted and levelled).

The base should be prepared by
applying a minimum of two-three coasts
of the paste composed of seasoned slaked
lime, in a percentage in excess of 50%
and coloured marble chippings of suitable
grain sizes, of the VIVASTILE
MARMORINO by “La Calce del Brenta”
type.

On this base a minimum of two coats of
a paste composed of seasoned slaked lime,
in a percentage in excess of 60% and very
fine coloured marble chippings of the
VIVASTILE RASATURA by “La Calce
del Brenta” type should be applied. 

It should be applied with a stainless steel
trowel. 

The cost of the job includes materials
and labour. The costs for preparing the
supports and scaffolding are not included.

€/m2 ……………………………

SPECIFICATIONS
AS A FINISH
The structures not involved in the job

(doors, windows, etc.) must be protected. 
The supports must be in a suitable

condition to support the application of the
finishing cycle and must be preliminarily
treated in a suitable manner (polished,
dusted and levelled).

A minimum of two coats of the paste
composed of seasoned slaked lime, in a
percentage in excess of 50% and coloured
marble chippings of suitable grain sizes,
of the VIVASTILE MARMORINO by “La
Calce del Brenta” type should be applied
to obtain the glossy finish.

It should be applied with a stainless steel
trowel and the last coat rubbed down with
the same trowel to polish.. 

The cost of the job includes materials
and labour. The costs for preparing the
supports and scaffolding are not included.

€/m2 ……………………………
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PRINCIPLE PROPERTIES
VIVASTILE MARMORINO is the ideal base for
VIVASTILE RASATURA and allows a smooth
surface to be obtained thanks to the filling properties
of the coloured marble dust. 
Its slaked lime base gives the product a high level of
transpiration. 
The shades available are indicated in the colour
brochure.

METHOD OF APPLICATION
On exterior walls VIVASTILE MARMORINO
should be applied to unpainted plaster supports, or
those painted with lime or silicone based products. 
These supports must be smooth and sound, free of
dust and parts that are about to flake away. 
On surfaces with patches of plaster, to uniform
absorption and obtain a homogeneous aesthetical
effect. it is necessary to treat the support with a
suitable primer, of the VIVAPIÙ ISOLANTE
CONSOLIDANTE type, which, thanks to its mineral
nature, does not alter the diffusive properties of
VIVASTILE MARMORINO.
To uniform very different absorption conditions, it
could be necessary to preliminarily treat the support
with VIVAPIÙ RASANTE MINERALE or VIVAPIÙ
FONDO AGGRAPPANTE FINE or GROSSO.
Other types of support must be preliminarily treated
with the more appropriate primer in the VIVAPIÙ
range. 
On interior walls the it can be applied on previously
painted supports so long as the coating is well bound.
In this case the diffusive properties of the lime-based
coating will be reduced.
Chalky supports (panels, pasteboard, chalk dust, etc.)
must preliminarily be treated with VIVAPIÙ
PRIMER ALL’ACQUA and, later, with VIVAPIÙ
FONDO AGGRAPPANTE FINE or GROSSO or
VIVAPIÙ FONDO COPRENTE, as lime and chalk
placed together directly can create incompatibilities,
prejudicing their binding. 
VIVASTILE MARMORINO is supplied ready for
use. It can be applied with a stainless steel trowel.
A number of coats of the product should be applied
in succession after the previous one is completely
dry, taking care not to polish VIVASTILE
MARMORINO between coats. The number of coats
depends on the roughness of the support, but usually
two or three are sufficient to level the original plaster. 
On this base a minimum of two coats of VIVASTILE
RASATURA (see the technical data) should then be
applied to obtain the glossy effect. 
In the case that VIVASTILE MARMORINO is used
as a finish, the last coat should be rubbed down with
a trowel, before it is completely dry, until the desired
level of smoothness and glossiness is obtained, in any
case inferior to that of VIVASTILE RASATURA. 
To avoid visible joints, plan for work stoppage to
occur at corners, or vertical mouldings.
It is advisable to work at a temperature of between
10-30 °C, with relative humidity not in excess of
85%. 
In the hot season it is advisable to preliminary
moisten the surfaces to be treated.
The walls treated should be protected from driving
rain in the first 48 hours after its application until
completely dried, which varies according to the
climatic conditions.
Given the mineral nature of VIVASTILE
MARMORINO, to obtain colours different from

those in the colour brochure, only the colouring
pastes based on pigments obtained from colouring
earths and oxides in the VIVCOLORE series should
be used. 
Organic pigments must never be used as they are not
resistant to the alkalinity of lime. 
To guarantee a longer duration, especially in the case
of intensive colours, the finish obtained with
VIVASTILE MAROMORINO, after application, can
be protected with VIVASTILE SAPONE or
VIVAPIÙ IDROREPELLENTE. 
VIVASTILE SAPONE (see the technical data) based
on neutral soap, is only indicated for interior finishes,
whilst for the exterior VIVAPIÙ
IDROREPELLENTE silicone based, to be applied
only after the marmorino is completely dry and
partially aged, awaiting at least 20 days from the
application of the VIVASTILE MARMORINO,
should be used. 
Both o these protective products, thanks to their
specific nature, do not alter the natural diffusive
properties of VIVASTILE MARMORINO.

RENDER
Render varies according to the roughness of the
support that determines the number of coats to be
applied. 
On average render is of 1.3 –1.5 kg/m2.

WARNINGS
See the “SUGGESTIONS FOR THE BEST
APPLICATION OF THE PRODUCTS” before
applying the product. 
For single jobs the last coat must be applied using
a single production lot. 
On the contrary “La Calce del Brenta” cannot be
held responsible for differences in colour.

This technical data is based on our research and experience. 
We can only guarantee the quality of our products, the conditions of
their use not always being under our control.

The local retailers, together with our Technical Department, are at
your disposal to resolve eventual problems regarding the use of our
products.

MARMORINO

TECHNICAL DATA

Packaging 25 kg

Volume mass 1.8 kg/L

Dry residue in weight 70%

pH 13

Additives less than 3.8 %

Minimum storage temperature +5°C

Maximum storage in sealed packaging 12 months


