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RAINPROOF

Transparent two-component polyurethane waterproofing 
for terraces and balconies
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CHARACTERISTICS

Rainproof is two-component polyurethane resin-based waterproofing used to restore the waterproofing of horizontal surfaces such as tiled or non-
tiled terraces and balconies, vertical surfaces such as shower walls etc... The product is extremely resistant to ultraviolet radiation and leaves the
appearance of the treated surface practically unchanged.

APPEARANCE

Component A: low-viscosity transparent liquid.
Component B: medium-viscosity transparent liquid.

LAYING INSTRUCTIONS

Toolings Thinner Type of thinner Cleaning method

Brush Ready for use - DIL S1

Roller Ready for use - DIL S1

CONSUMPTION

Coverage depends on the type of surface to waterproof; in the case of non-absorbing surfaces only the joints should be treated, using a thin brush. In
the case of absorbing surfaces (stone, cotto tiles, etc. ) use up to 200 ml/sq.m. depending on the absorbing properties of the deck.

CHARACTERISTICS OF THE LIQUID PRODUCT

Characteristic U.M. Value Tolerance

Specific weight kg/dm³ 0,97 ± 0,05

Dry residue % 21 ± 1

Viscosity at 23°C (with Ford cup, hole no. 3) sec 28 ± 2

Weight ratio of the two products - A : B = 86 : 14 -

APPLICATION INSTRUCTIONS

Environmental and deck temperature limit during application: MIN 10°C - MAX 40°C.
Considering that the product waterproofs the surface by plugging the porosity of the deck, apply several coats on the same point, wet-on-wet. 20
minutes after application remove any excess product from the surface with a solvent soaked pad. The product should form a film but must be com-
pletely absorbed.

ESSICCAZIONE O INDURIMENTO A 23°C E 50% U.R.

Pot life 60’

To touch 1 h

Interval between coatings Max 24 h
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RAINPROOF

The data provided by these data sheets are approximate and the Company reserves the right to modify the same for technical reasons, without prior notice. The solutions
proposed do not represent all the possible uses but are merely case studies deriving from Casali’s installation experience and are therefore intended only for purposes of
illustration. The user is exclusively responsible for the way the products illustrated are used, whether properly or improperly, for evaluating in advance the suitability or oth-
erwise of the product for its requirements and exerting the utmost caution in handling chemical products. To ensure best colour uniformity of surface laid products, we
recommend that you use materials from the same production lot as finishing layer. The Technical Office of Casali’s Synthetics Division is at your complete disposal
for any further specific information or explanations you may require (phone 071 9162095).

PACKAGING

Colours available Transparent

Packaging A + B = 1 lt - 4 lt - 10 lt

STORAGE INSTRUCTIONS

Storage temperature MIN 5°C - MAX 40°C

Stability in the original package 6 months
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SAFETY STANDARDS

Please read the safety data sheet carefully before using this product.




