
 

 
 

 
 

 
 
Product description 
ADERAN is an emulsion based on synthetic 
resins, to be added to the mortar mixing water in 
order to obtain highly adhesive cement-based 
mortars. 
 
 
Typical applications 
It is used to prepare and lay: 
• mortar for rebuilding severely damaged floors 

and structures; 
• mortar or concrete for rebuilding or repairing 

severely damaged concrete; 
• plaster on very smooth substrates; 
• finishing exposed concrete surfaces; 
• mortar to fix tile or slab lining and flooring; 
• adhesive cement-based grout for casting 

joints. 
 
 
Packaging, storage, dosage, yield 
• ADERAN is supplied in 1, 5, 10 and 25 l 

plastic buckets and in 210 l drums  
• the product should be stored at a 

temperature between +5°C and +40°C 
• ADERAN should not be exposed to low 

temperatures; store in a sheltered place not 
too close to heat sources; specific weight – 
1.060 g/cc 

• ADERAN dosage depends the type of mortar 
used, as shown in the following tables: 

 
Dosage table for made in site mortars 
 

Application 
CEMENT / 

AGGREGATES 
Ratio 

ADERAN/ 
WATER 

Ratio (by volume) 
 Mortar for concrete surface repair : 
- maximum thickness     
< 1 cm ( max.  
aggregates size 6 mm 
) 

1: 2 1:1 

- maximum thickness     
> 1 cm ( max  
aggregates size 6 mm 
) 

1: 3 1:2 

  Plaster from 1:2 to 1:4 1:3 

 Bonding Mortar (fine 
sand < 0.5 mm) 1:3 1:3 

 

 
 
Dosage table for ready-to-use mortars 
 
Application 

Concrete Surface Repair  : kg of Aderan per               
10 litres of mortar 

- maximum thickness      < 1cm  
(max aggregates size 3 mm) 1.0 – 1.2 

- maximum thickness      > 1 cm   
(max aggregates  size 6 mm) 

0.6 – 1.0 

Plaster : 0.4 – 0.6 
Bonding Mortar (fine sand < 0.5 
mm): 

0.6 – 1.0 

 
 
Recommendations for use 
• Substrate should be cleaned and all dust and 

detached parts removed; 
• wet substrate with water and lay mortar when 

the water film has completely disappeared; 
• dilute ADERAN in the mixing water according 

to proportions recommended on the basis of 
type of application; 

• when using a concrete mixer, do not mix for 
more than 3 minutes to prevent air 
entrapment; 

• to obtain a very thick coating, it is advisable 
to apply thin layers. Allow each layer to dry 
before proceeding with subsequent layer (the 
first layer should be rough); 

• mortar protection is essential when 
completely exposed to the sun or in the 
presence of wind; allow mortar to cure 
correctly for at least 24 hours. 

 
 
Properties 
• Improves mortar adhesion and waterproofing; 
• increases mix workability; 
• improves resistance to frost/thaw action. 
 
 
Do not use for 
• Application of mortar at temperatures below 

+8°C; 
• structural restoration of concrete more than 

1.5 cm thick in a single coat; 
• mortar in contact with water or humidity; in 

such cases use EXOCEM GRIP mortar series. 
 
 
 



 

Revision 01/2009. The present edition cancels and replaces all the previous ones. The information contained in the present technical data sheet is based on our knowledge and experience and should 
therefore not be taken as our guarantee. Neither shall we be responsible for the utilisation of the product since the conditions under which it is used are beyond our control 
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   website: www.ruredil.it  
 Abroad: Algeria, Austria, Canada, Central, South America and the Caribbean, Cyprus, France, Greece, Iran, Morocco, Poland, 
Portugal, Romania, Russia, Spain, Switzerland, Tunisia, Turkey, Ukraine, U.S.A. 
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